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PLC Connection Guide

KOYO CLICK

Supported Series: KOYO CLICK PLC series
Website: http://www.automationdirect.com

HMI Setting:

Parameters ‘ Recommended ‘ Options | Notes
PLC type KOYO CLICK

PLC I/F RS232

Baud rate 38400 1200~115200

Data bits 8

Parity Odd Odd,Even,None

Stop bits 1 1,2

PLC sta. no. 1 1~247

Turn around delay |5 5~10

*Turn around delay should be set to 10 when the PLC firmware version is 2.1 or later.

Device Address:

Bit/Word ‘ Device type ‘ Format ‘ Range ‘ Memo

B X Ddd 001 ~ 816 Input Status (Read Only)

B Y Ddd 001 ~ 816 Output Status

B C DDDD 1~ 2000 Control Bit

B T DDD 1~500 Timer Status (Read Only)

B CT DDD 1~ 250 Counter Status (Read Only)

B SC DDDD 1~ 1000 System Control Bit (Read Only)

wW DS DDDD 1 ~ 4500 Data Registers

w DD DDDD 1~ 1000 Data Registers (Double Word)

w DH DDD 1~ 500 Data Registers

w DF DDD 1~ 500 Data Registers (Double Word)

W XD D 0~8 Input Status Registers (Read

W YD D 0~8 Output Status Registers

wW TD DDD 1~ 500 Timer Current Values (Read Only)

W cTD DDD 1~ 250 Counter Current Values
(Double Word/Read Only)
System Data Registers

w SD DDDD 1~ 1000
(Read Only)
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Bit/Word ‘ Device type | Format

Range

W TXT DDDD 1~ 1000 Text Data Registers

Wiring Diagram:

KOYO CLICK PLC Com Port:

Port 1 Pin Descriptions Port 2 Pin Descriptions

6 pin RJ12 Phone

Type Jack — both ports | 1 [0V | Power (-) connection (GND) 1 |0V |Power (-) connection (GND)
— 2 |5V | Power (+) connection 2 |5V |Power (+) connection
I} =] 3 |RXD |Receive data (RS-232) 3 |RXD |Receive data (RS-232)
L % 4 [TXD |Transmit data (RS-232) 4 |TXD |Transmit data (RS-232)
s :"“‘—‘ 5 |NC | No connection 5 |RTS |[Request to send
: 6 [0V |Power (-) connection (GND) 6 [0V  |Power (-) connection (GND)
Diagram 1
CMT Series cMT3071/cMT3072 / cMT3090 / cMT3103 / cMT3151
eMT Series eMT3070 / eMT3105/ eMT3120 / eMT3150
MT-IE MT8073iE / MT8102iE
MT-XE MT8092XE
MT-iP MT6103iP / MT8102iP
CcCOM1 COM3 RS232
RS232 RS232 6P RJ12
9P Female @ 9P Female Male
Rx 2 8 < B 4
Tx 3 7 < < 3
GND 5 5 < = 1
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Diagram 2
cMT Series cMT-SVR / cMT-GO01 / cMT-G02 / cMT-HDM / cMT-FHD
mTV mTV
MT-IE MT8070iE / MT6070iE / MT8100iE / MT8121iE / MT8150iE /
MT8071iE / MT6071IiE / MT8072iE / MT6072iE / MT8073IE /
MT8101iE / MT8102iE / MT8103iE
MT-XE MT8121XE / MT8150XE / MT8090XE
PLC
COM1 RS232
RS232 6P RJ12
9P Female Male
Rx 2 < > 4
Tx 3 < > 3
GND 5 < > 1
Diagram 3
MT-IE MTS8050iE / MT8053iE
MT-iP MT6051iP / MT8051iP / MT6071iP / MT8071iP
PLC
COM1 RS232
RS232 6P RJ12
9P Female Male
Rx 9 < > 4
Tx 6 < > 3
GND 5 < > 1




